
Marshall Manuraeturin! Co.
M8 - 6" x 8" X 7/S"

Two cast in galvanized
Steel mounting straps
Appr. weight 10 Ibs.

M7 - 6" x 8" x '/2"
Flat Plate - (No straps)
Appr. weight 7 Ibs.

M4 - 4" x 6" X 7/S"

One cast in galvanized
Steel mounting straps
Appr. weight 5 Ibs.

M3 - 4" x 6" x '/2"
Flat Plate (No straps)
Appr.weight 3'/2lbs.

Marshall's Famous Crab Pot Zinc Anodes

The Leader in underwater protection
of Crab Pots - Look for the "M"
on Each Anode.

M18-13"x13"x1"
Cast Flat Plate (No straps)
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DO NOT PAINT

MAR-SHAL L IvlFG. CO.
ATLANTIC VA.

BALLAST TANK ANODES
M46 - 5" x 20'/2" x 2"
Three cast in
galvanized steel
For hull or ballast tanks
Appr. weight 46 Ibs.

MARSHALL MFG. CO. ATLANTIC VA.
ZINC 00 NOT PAINT

M50 - 2" x 4" x 24"
One cast in lengthwise
galvanized steel strap
Appr. weight 50 Ibs.
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M52 - 2" x 2" x 48"
One cast in rod
Appr. weight 50 Ibs.
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M70 - 21/2" x 2'/2" x 48"
One cast in rod
Appr. weight 70 Ibs.

AA11-6"x12"x1'/4"
Two cast in
straps
Appr. weight 11 Ibs.

AA11C - 6" x 12" x 1'14"
One cast in strap
For bolting to hull
Appr. weight 11 Ibs.

Other sizes available - Call with needs

LEAD
Most sizes available

·Sheet
·Shot
-Counter Weights

Ballast Tank Lead


