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REVISIONS

SYM DESCRIPTION

APPROVED |

RV BY
A IRELEASED KDS

DATE
11/16/10

KS

P/N 9510

NOTES
1> USE WITH STANDARD IT LIGHTGUIDES
2> MATERIAL: BLACK ANODIZED ALUMINUM

THUME SCREW

¢ 0.312

wake Frov: SEE NOTE AND FEILD OF DRAWING

UNLESS OTHERWISE INDICATED: °

INTERPRET PER ANSI/ASME Y14.

DIMENSIONS ARE INCHES AND DO —
NOT INCLUDE APPLIED FINISHES.

BREAK SHARP EDGES & CORNERS

[llumination Technologies, Inc.
Syracuse, NY USA

.03/.01 RADIUS OR CHAMFER.
GENERAL TOLERANCES:
3 PLACE DIMENSIONS: +.005

DRAWING TITLE

FOCUSING LENS, IT LIGHTGUIDE

2 PLACE DIMENSIONS: +.02

KDS 11/16/10

MACHINED SURFACES: m/u\
CHECKED BY

KS 11/16/10

APPROVED BY DATE

APPLICABLE SPECIFICATIONS:

LLUMINATION TECHNOLOGIES, INC. OR ITS DULY AUTHORIZED AGENTS.




