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*Input wattage calculated using ballast manufacturer data in an open-air lamp application.  
*Actual fixture wattage may vary based upon a variety of factors including: ballast factor; lamp wattage; input line voltage; ballast manufacturer;  and/or environmental temperature.  

Applications  

 

• Warehouses   

• Industrial 

• Garage  

• Retail 

Accessories  
 
• Sensor 

• Hanger Chain/Cable 

• Pendant Mount 

Features  

 
• 0-10v Dimming Driver Standard  

• Available with and without a lens 

• Continuous Row Mounting Available 

• Surface Mount Option 

• 4 Foot and 8 Foot 
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1 ......... Universal 

 (120/277) 
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Color 

Temperature 

35 .... 3500K 

40 .... 4000K 

50 .... 5000K 

Fixture 

4 Foot Fixture (5000k Temp) 

A ....... 5,700 Lumens, 45w, 129LPW 

B ....... 6,450 Lumens, 52w, 126LPW 

C ....... 7,770 Lumens, 55w, 142LPW 

D ....... 9,870 Lumens, 72w,  138LPW 

E ....... 11,550 Lumens, 89w, 131LPW 

 

8 Foot Fixture (5000k Temp) 

A ....... 6,300 Lumens, 42w, 150LPW 

B ....... 7,110 Lumens, 49w, 140LPW 

C ....... 8,590 Lumens, 59w, 146LPW 

D ....... 10,290 Lumens, 73w, 142LPW 

E ....... 12,120 Lumens, 89w, 136LPW 

Many options available, 

please ask your  rep. 
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